T4V NORD

To/ B From/ H:
Company/ A%]: HENGDIAN GROUP DMEGC Company / A &]: TUV NORD (HANGZHOU)
MAGNETICS CO., LTD. CO., LTD. / Hi X 48 B A UE
R HRA A
Contact/ Bt& A: Mr. Zheng Ge Contact / Bk&R A Ms. Miley Li / =305 /N
Email / HEH: dmegcgezheng@dmegc.com.cn  Email / HF54: wli@tuv-nord.com
Subject: Announcement of cancellation
TR EHBUEER
File No.: PVP03075/21P-01
S
License holder:; HENGDIAN GROUP DMEGC MAGNETICS CO., LTD.
FEA: Hengdian Industrial Zone
Dongyang City, Zhejiang Province, 322118, P.R. China
Certificate No.: 44780 20 406749 - 229R5M4
EHS:
Product: Crystalline Silicon Terrestrial Photovoltaic (PV) Modules
o e IR B

Herewith it is declared, that the above noted certificate(s) has (have) been invalidated since 2022-02-23.
R, BRIERE 20224 2 A 23 Hi#EEN.

The cancellation is due to:
BUH IR A«
[ License holder applied for cancellation.
FRHIEA SR IEEUE.
[X] New certificate(s) (no: 44780 20 406749 - 229R5M5) has (have) been issued to replace the cancelled
one(s).
éfsﬁi)ﬂ% (IEH%5: 44780 20 406749 - 229R5M5) %%, ERIFIEH.
[ After the expiry date of the certificate(s), the certificate(s) has (have) not been renewed within 6 months.
UEFEIHA 6 A WREEHIE.

] After the expiry date of last factory inspection conclusion, no factory inspection has been conducted or no
payment of annual fees has been received within 6 months.

L= RERARPILE, 6 MANKEST MEETEFRA.

] No payment of annual fees has been received within 6 month after last period of payment of annual fees.
E—UEBERAWIE, i 6 NARIHERESE.

[] Others:
HARAE L -

Please pay attention to stop using the invalid certificate(s) from 2022-02-23. Meanwhile, please send back
the original copies of above mentioned certificate(s) to us.

EERM 2022 5 2 J] 23 AP ILERATRAET . R, HE DRI RE S LR

TOV NORD {Hangzhou) Co., Ltd. Room 217, Building 17, No.57 Kejiyuan Road, Tel / B if: Website / ik

HUM BUE B B AE RS H IRAF Baiyang Street, HEDA +86 (0)571 85386989 www.tuv-nord.com
Member of TUV NORD Group Hangzhou, Zhejiang Province, 310018, China Fax /8. www.tuv-nord.com/cn
TOV NORD £ H 52— LA EFHEARTF KX A5 EE +86 (0)571 85386986 www.tuev-nord-cert.de
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TUVNORD

TUV NORD reserved the right of final explanation about the cancellation of certificate(s). TUV NORD
will not take any responsibility for the circumstance of misusing the invalid certificate(s) by the license
holder or the manufacturer.

TUV NORD R EXE BEUE B AMBREN . TUV NORD SHE B4 2 205018 75 1% A BXOE BRI B A
AR AT

Renewable Energy / 7] F 4 fE IR
TUV NORD (Hangzhou) Co., Ltd. / i 3 4 5 B F RS B FR A F]

4 f
Miley Li / 25305 % "@B/L |

Technical Support / $iAR F

TUV NORD (Hangzhou) Co., Ltd. Room 217, Building 17, No.57 Kejiyuan Road, Tel / H i&: Website / [ :
PR ERBIMERS BB AT Baiyang Street, HEDA +86 (0)571 85386989 www.tuv-nord.com
Member of TUV NORD Group Hangzhou, Zhejiang Province, 310018, China Fax /K- www.tuv-nord.com/cn
TUV NORD #HM A2 — HHL AN EFHARTF KX B ¥HE +86 (0)571 85386986 www.tuev-nord-cert.de
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TUV NORD CERT GmbH

herewith declares that

HENGDIAN GROUP DMEGC MAGNETICS CO., LTD.
Hengdian Industrial Zone
Dongyang City, Zhejiang Province, 322118

P.R. China

is authorized to provide the product mentioned below with the mark as illustrated:

Description of product (details see Annex 2):

Crystalline Silicon Terrestrial Photovoltaic (PV) Modules

Certification program:

Certification fundamental(s):

Registered No.:
Manufacturer:
Test Report No.:
File No.:

Nbﬁ*"’?[‘\\

TUV NORD CERT GmbH
Certification Body
Consumer Products

TOV NORD CERT
GmbH

Valid from: 2022-02-23
Valid until: 2025-11-22
P12-VA-01 Rev. 17 09.20
IEC / EN 61215-1:2016;
IEC/EN 61215-1-1:2016;
IEC 61215-2:2016 / EN 61215-2:2017 + AC:2017 + AC:2018;
IEC 61730-1:2016 / EN IEC 61730-1:2018 + AC:2018;
IEC 61730-2:2016 / EN IEC 61730-2:2018 + AC:2018.
44 780 20 406749 - 229R5M5
see Annex 1
492011567.007
PVP05069/21P-01

Essen, 2022-02-23

Please also pay attention to the information stated overleaf.

TUV NORD CERT GmbH

Am TOV 1
Fon +49 (0)201 825 5120

D-45307 Essen
Fax +49 (0)201 825 3209

www.tuev-nord-cert.de
prodcert@tuev-nord.de



TUV NORD

Anlage 1 zum Zertifikat Nr.: / Annex 1 to Certificate No.: 44 780 20 406749 - 229R5M5 Seite / Page 1 von [ of 1
Aktenzeichen: / File reference: PVP05069/21P-01 2022-02-23
Manufacturer:

Manufacturer: HENGDIAN GROUP DMEGC MAGNETICS CO., LTD.

Hengdian Industrial Zone
Dongyang City, Zhejiang Province, 322118, P.R. China

Factory inspection report no.: 862010401.002

Remark:

Factory inspection is mandatory to be performed annually. Please refer to factory inspection report for detailed
information.

ﬂvg"" ?L‘\

TUV NORD CERT GmbH
Certification Body
Consumer Products

Am TOV 1 + D-45307 Essen + Fon +49 (0)201 825 5120 + Fax +49 (0)201 825 3209 + Email: prodcert@tuev-nord.de



TuV NORD

Anlage 2 zum Zertifikat Nr.: / Annex 2 to Certificate No.: 44 780 20 406749 - 229R5M5 Seite / Page 1 von [ of 5

Aktenzeichen: / File reference: PVP05069/21P-01 2022-02-23

Description of product(s):

Module types: Double Glass PV Modules with Mono-crystalline Silicon Solar Cells
{156.75mm to 166mm):

72 cells: DMGxxxMBA-72ST (xxx=380-390, in steps of 5)
72 cells: DMxxxG1-G72ST (xxx=380-390, in steps of 5)
72 cells: DMxxxG1-G72SW (xxx=380-390, in steps of 5)
72 cells: DMGxxxM6A-72BT (xxx=380-390, in steps of 5)
72 cells: DMxxxG1-G72BT (xxx=380-390, in steps of 5)
72 cells: DMxxxG1-G72BB (xxx=380-390, in steps of 5)
60 cells: DMGxxxM6A-60ST (xxx=315-325, in steps of 5)
60 cells: DMxxxG1-G60ST (xxx=315-325, in steps of 5)
60 cells: DMxxxG1-G60SW (xxx=315-325, in steps of 5)
60 cells: DMGxxxM6A-60BT (xxx=315-325, in steps of 5)
60 cells: DMxxxG1-G60BT (xxx=315-325, in steps of 5)
60 cells: DMxxxG1-GB60BB (xxx=315-325, in steps of 5)

Maximum system voltage: 1500V
Fuse rating: 20A
Electrical protection class: Class |l
Pollution degree: 1

Material group: |
Design load (positive / negative): 3600Pa / 1600Pa

Safety factors: 1.5

Fire safety class: Class A or C according to ANSI/UL 1703-2018 (as per ANSI/UL 790-
2018)

Module types: Double Glass PV Modules with Mono-crystalline Silicon Half-cut

Solar Cells (156.75mm to 166mm):

144 cells: DMGxxxM6A-144HST (xxx=385-390, in steps of 5)
144 cells: DMxxxG1-G72HST (xxx=385-390, in steps of 5)
144 cells: DMxxxG1-G72HSW (xxx=385-390, in steps of 5)
144 cells: DMGxxxM6A-144HBT (xxx=385-390, in steps of 5)
144 cells: DMxxxG1-G72HBT (xxx=385-390, in steps of 5)
144 cells: DMxxxG1-G72HBB (xxx=385-390, in steps of 5)
120 cells: DMGxxxM6A-120HST (xxx=320-325, in steps of 5)
120 cells: DMxxxG1-G60HST (xxx=320-325, in steps of 5)
120 cells: DMxxxG1-G60HSW (xxx=320-325, in steps of 5)
120 cells: DMGxxxM6A-120HBT (xxx=320-325, in steps of 5)
120 cells: DMxxxG1-G60HBT (xxx=320-325, in steps of 5)
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TUV NORD CERT GmbH
Certification Body
Consumer Products

Am TUV 1 + D-45307 Essen + Fon +49 (0)201 825 5120 + Fax +49 (0)201 825 3209 + Email: prodcert@tuev-nord.de



TUVNORD

Anlage 2 zum Zertifikat Nr.: / Annex 2 to Certificate No.: 44 780 20 406749 - 229R5M5 Seite / Page 2 von / of 5

Aktenzeichen: / File reference: PVP05069/21P-01 2022-02-23

120 cells: DMxxxG1-G60HBB (xxx=320-325, in steps of 5)

Maximum system voltage: 1500V
Fuse rating: 20A
Electrical protection class: Class Il
Pollution degree: 1

Material group: I
Design load (positive / negative): 3600Pa / 1600Pa

Safety factors: 1.5

Fire safety class: Class A or C according to ANSI/UL 1703-2018 (as per ANSI/UL 790-
2018)

Module types: Double Glass PV Modules with Mono-crystalline Silicon Bifacial

Solar Cells (156.75mm to 166mm):

72 cells: DMGxxxB6-72ST (xxx=355-375, in step of 5)

72 cells: DMGxxxB6-72BT (xxx=355-375, in step of 5)

72 cells: DMGxxxB6-72SW (xxx=355-375, in step of 5)
60 cells: DMGxxxB6-60ST (xxx=295-310, in step of 5)

60 cells: DMGxxxB6-60BT (xxx=295-310, in step of 5)

60 cells: DMGxxxB6-60SW (xxx=295-310, in step of 5)
72 cells: DMGxxxB6-72XW (xxx=355-375, in step of 5)
60 cells: DMGxxxB6-60XW (xoxx=295-310, in step of 5)
72 cells: DMGxxxB6A-72ST (xxx=390-395, in steps of 5)
72 cells: DMGxxxBB6A-72SW (xxx=390-395, in steps of 5)
72 cells: DMxxxG1-B72ST (xxx=390-395, in steps of 5)
72 cells: DMxxxG1-B72SW (xxx=390-395, in steps of 5)
72 cells: DMGxxxB6A-72BT (xxx=390-395, in steps of 5)
72 cells: DMxxxG1-B72BT (xxx=390-395, in steps of 5)
72 cells: DMxxxG1-B72BB (xxx=390-395, in steps of 5)
60 cells: DMGxxxB6A-60ST (xxx=325-330, in steps of 5)
60 cells: DMGxxxBBA-60SW (xxx=325-330, in steps of 5)
60 cells: DMxxxG1-B60ST (xxx=325-330, in steps of 5)
60 cells: DMxxxG1-B60SW (xxx=325-330, in steps of 5)
60 cells: DMGxxxB6A-60BT (xxx=325-330, in steps of 5)
60 cells: DMxxxG1-B60BT (xxx=325-330, in steps of 5)
60 cells: DMxxxG1-B60BB (xxx=325-330, in steps of 5)
Remark: The power parameter included in the module types only
indicates maximum power output of front side.

Maximum system voltage: 1500V

TUV NORD CERT GmbH
Certification Body
Consumer Products
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TUVNORD

Anlage 2 zum Zertifikat Nr.: / Annex 2 to Certificate No.: 44 780 20 406749 - 229R5M5 Seite / Page 3 von / of 5
Aktenzeichen: / File reference: PVP05069/21P-01 2022-02-23
Fuse rating: 20A
Electrical protection class; Class il
Pollution degree: 1

Material group: I
Design load (positive / negative); 3600Pa / 1600Pa

Safety factors: 15

Fire safety class: Class A or C according to ANSI/UL 1703-2018 (as per ANSI/UL 790-
2018)

Module types: Double Glass PV Modules with Mono-crystalline Silicon Half-Cut

Bifacial Solar Cells (156.75mm to 166mm):

144 cells: DMGxxxB6-144HST (xxx=360-370, in step of 5)
144 cells: DMGxxxB6-144HBT (xxx=360-370, in step of 5)
120 cells: DMGxxxB6-120HST (xxx=300-305, in step of 5)
120 cells: DMGxxxB6-120HBT (xxx=300-305, in step of 5)
144 cells;: DMGxxxB6A-144HST (xxx=390-410, in steps of 5)
144 cells: DMxoxxG1-B72HST (xxx=390-410, in steps of 5)
144 cells: DMxoxG1-B72HSW (xxx=390-410, in steps of 5)
144 cells: DMGxxxB6A-144HBT (xxx=390-410, in steps of 5)
144 cells: DMoxG1-B72HBT (xxx=390-410, in steps of 5)
144 cells: DMxoxxG1-B72HBB (x0x=390-410, in steps of 5)
120 cells: DMGxxxBBA-120HST (xxx=325-340, in steps of 5)
120 cells: DMxxxG1-B6OHST (0x=325-340, in steps of 5)
120 cells: DMxxxG1-B60HSW (xxx=325-340, in steps of 5)
120 cells: DMGxxxB6A-120HBT (xxx=325-340, in steps of 5)
120 cells: DMxxxG1-B60HBT (xxx=325-340, in steps of 5)
120 cells: DMxxxG1-B60HBB (xxx=325-340, in steps of 5)
144 cells: DMxxxM6-B72HSW (xxx=420-450, in step of 5)
144 cells: DMxxxM6-B72HBW (xxx=420-450, in step of 5)
144 cells: DMxxxM6-B72HBT (xxx=420-450, in step of 5)
144 cells: DMxoxxMB-B72HST (x0xx=420-450, in step of 5)
144 cells: DMxxxM6-B72HBB (xxx=420-450, in step of 5)
120 cells: DMxxxM6-B60HSW (xxx=350-375, in step of 5)
120 cells: DMxxxM6-B60HBW (xxx=350-375, in step of 5)
120 cells: DMxxxM8-B60HBT (xxx=350-375, in step of 5)
120 cells: DMxxxM8-B60HST (xxx=350-375, in step of 5)
120 cells: DMxxxM6-B60HBB (xxx=350-375, in step of 5)

44 cells: DMxxxM6-B22HSW (xxx=130-135, in step of 5)

44 cells: DMxxxM6-B22HBW (xxx=130-135, in step of 5)
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Aktenzeichen: / File reference: PVP05069/21P-01 2022-02-23

44 cells: DMxxxM6-B22HBT (xxx=130-135, in step of 5)
44 cells: DMxxxM6-B22HST (xxx=130-135, in step of 5)
144 cells: GHxxxM6-B72HSW (x0cx=420-450, in step of 5)
144 cells: GHxxxM6-B72HST (xxx=420-450, in step of 5)
120 cells: GHxxM6-B6OHSW (xoxx=350-375, in step of 5)
120 cells: GHxxM6-BBOHST (xxx=350-375, in step of 5)

Remark: The power parameter included in the module types only
indicates maximum power output of front side.

Maximum system voltage: 1500V
Fuse rating: 20A or 25A
Electrical protection class: Class ll
Pollution degree: 1

Material group: ]

Design load (positive / negative): a) 3600Pa/ 1600Pa
b) 3600Pa/2400Pa

Safety factors: 1.5

Fire safety class: Class A or C according to ANSI/UL 1703-2018 (as per ANSI/UL 790-
2018)

Module types: Double Glass PV Modules with 182mm Mono-crystalline Silicon

Half-Cut Bifacial Solar Cells:

144 cells: DMxoxM10-B72HSW (xxx=525-550, in step of 5)
144 cells: DMxxxM10-B72HBW (xxx=525-550, in step of 5)
144 cells: DMxoxM10-B72HBT (xxx=525-550, in step of 5)

144 cells: DMxoxxM10-B72HST (xxx=525-550, in step of 5)

144 cells: DMxxxM10-B72HBB (xxx=525-550, in step of 5)
120 cells: DMxxxM10-B60HSW (xxxx=440-455, in step of 5)
120 cells: DMxxxM10-B60HBW (xxx=440-455, in step of 5)
120 cells: DMxxxM10-B60HBT (xxx=440-455, in step of 5)

120 cells: DMxxxM10-B60HST (xxx=440-455, in step of 5)

120 cells: DMxxxM10-BBOHBB (xxx=440-455, in step of 5)

108 cells: DMxxxM10-B54HSW (xxx=395-410, in step of 5)
108 cells: DMxxxM10-B54HBW (xxx=395-410, in step of 5)
108 cells: DMxxxM10-B54HBT (xxx=395-410, in step of 5)

108 cells: DMxxxM10-B54HST (xxx=395-410, in step of 5)

108 cells: DMxoxxM10-B54HBB (xxx=395-410, in step of 5)

Remark: The power parameter included in the module types only
indicates maximum power output of front side.

Maximum system vozi: 1500V
v
(Ve T
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Aktenzeichen: / File reference: PVP05069/21P-01 2022-02-23

Fuse rating: 25A

Electrical protection class: Class Il

Pollution degree: 1

Material group: !

Design load (positive / negative): 3600Pa / 1600Pa

Safety factors: 1.5

Fire safety class:

Module types:

Maximum system voltage:

Fuse rating:

Electrical protection class:
Pollution degree:

Material group:

Design load (positive / negative):
Safety factors:

Fire safety class:

Class A or C according to ANSI/UL 1703-2018 (as per ANSI/UL 790-
2018)

Double Glass PV Modules with 210mm Mono-crystalline Silicon
Half-Cut Bifacial Solar Cells:

132 cells: DMxxxG12-B66HSW (xxx=630-655, in step of 5)
132 cells: DMxxxG12-B66HBW (xxx=630-655, in step of 5)
132 cells: DMxxxG12-B66HBT (xxx=630-655, in step of 5)
132 cells: DMxxxG12-B66HST (xxx=630-655, in step of 5)
132 cells: DMxxxG12-B66HBB (xxx=630-655, in step of 5)
120 cells: DMxxxG12-B60HSW (xxx=575-595, in step of 5)
120 cells: DMxxxG12-B60HBW (xxx=575-595, in step of 5)
120 cells: DMxxxG12-B60HBT (xxx=575-595, in step of 5)
120 cells: DMxxxG12-B60HST (xxx=575-595, in step of 5)
120 cells: DMxxxG12-B60HBB (xxx=575-595, in step of 5)

Remark: The power parameter included in the module types only
indicates maximum power output of front side.

1500V

25A

Class Il

1

!

3600Pa / 1600Pa
1.5

Class A or C according to ANSI/UL 1703-2018 (as per ANSI/UL 790-
2018)

Remark: For detailed information on classification of Fire Safety and Design load (positive / negative) for different
combination of raw materials, please refer to CDF (Constructional Data Form) in Annex 1 of test report.
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